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AN/VVS-504
SYSTEM FEATURES:

• Designed for installation in the Steyr
SK 105 Light Tank

• Supplied standard with Gen II Image
Intensifier

• Optional Gen III capability (Drop-in
Retrofit)

• Operates from vehicle power or
battery power

• Unity magnification
• Optional daylight training filter
• Optional laser protected entrance

prism
• Optional storage/carrying case
• Optional Battery Protect Circuit

The AN/VVS-504 Night Driver’s Viewer is an Image Intensified
night driving system designed to be installed into the Steyr SK 105
Light Tank. The AN/VV-504 is supplied  with the standard Gen II Imager
Intensifier and can be upgraded to meet future needs, with a drop-in
Gen III Image Intensifier for 60% better system resolution, higher
sensitivity to low light levels, and better spectral performance in the
near infra-red region.

The viewer is mounted, during night operations, in the driver’s
center day periscope opening. There are no vehicle modifications
required to install this unit. It is readily removable for storage during
daylight hours.  The viewer can be rotated XX° left and right for
surveillance. The AN/VVS-504 is normally powered by 28 Vdc vehicle
power, or a replaceable 2.8-3.0V Lithium battery.

The AN/VVS-504 can be supplied with a
number of accessories and features that
enhance training, offer protection against
mission  hazards, prevent battery
damage, and allow transporting and
storing the system.  Accessories can be
ordered with the system, or retrofitted to
systems already fielded.

AN/VVS-504 Drivers Night Viewer

 NIGHT DRIVER’S VIEWERS FOR THE WORLD’S ARMOR

SYSTEM PERFORMANCE (Gen II)

• Field of View: 44° horizontal
35° vertical

• Field of Regard:                           105°  horizontal
• Resolution: 0.8 lp/mm
• Eye Relief: 50mm
• Depth of Field: 4 meters to infinity
• Magnification: Unity
• Ambient Brightness Cutoff:

The electronic control assembly turns the viewer off
when the ambient brightness exceeds 4 ft-lamberts.
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Export of the commodities described herein is strictly
prohibited without a valid export license issued by the US
Department of State Office of Defense Trade Controls
prescribed in the International Traffic in Arms Regulation
(ITAR), title 22, Code of Federal Regulations, Parts 120-
130

Cross Reference Table for Vehicles and the AN/VVS-2 Family

Manuals:  Operation and Maintenance
Manuals are available for organiza-
tional, direct  support, and depot main-
tenance.

Spare Parts:  Listings are available for
all levels of maintenance, and can be
supplied concurrent with the initial or-
der  or follow on requirements.

Test Equipment:  is also available to
meet servicing requirements at all lev-
els of maintenance.  The TS-1 is de-
signed for  “go-no go” field testing, while
the TS-6 is a portable system meant
for direct support and depot level main-
tenance.

ARMORED VEHICLE VIEWER
VEHICLE MANUFACTURER DESIGNATION

MAIN & MEDIUM BATTLE TANKS
Abrams M1(A1-A3) General Dynamics AN/VVS-2(V)2A
M60 (A1-A3) General Dynamics AN/VVS-2(V)1A
Leopard I Krauss-Maffei AN/VVS-501
Leopard II Krauss-Maffei AN/VVS-STRV121
Leopard II (Improved) Krauss-Maffei AN/VVS-STRV122
Merkava GOI AN/VVS-43K

LIGHT TANKS
Armored Gun System United Defense LP AN/VVS-AGS
AMX 13 Creusot-Loire AN/VVS-AMX13
SK 105 Steyr-Daimler-Puch AN/VVS-504

INFANTRY FIGHTING VEHICLES
Bradley (M2/M3) United Defense LP AN/VVS-2(V)3
AIFV FNSS-FMC/Nurol AN/VVS-AIFV
CV90 Haaglunds AN/VVS-CV90
LEONIDAS ELBO AN/VVS-503

ARMORED PERSONNEL CARRIERS
Light Armored Vehicle Diesel Div G.M. AN/VVS-LAV
M113A3 (U. S. Army) United Defense LP AN/VVS-2(V)1A
M113 (International) United Defense LP AN/VVS-1924
M113 (International) United Defense LP AN/VVS-CV90(D)
VAB Renault AN/VVS-VAB

SELF PROPELLED GUNS, HOWITZERS, & AIR DEFENSE
M109 Palladin & M992 United Defense LP AN/VVS-2(V)4
ADATS (M113) UDLP/Contraves AN/VVS-ADATS

LOGISTIC  SUPPORT:

Click on desired Driver’s Night Viewer model for a specific data
sheet

Litton manufactures the most
comprehensive line of image
intensified Night Driver ’s
Viewers to meet specific
requirements of armored
vehicles around the world. The
listing of viewers to the left
represent our most popular
viewers for which individual
data sheets are available by
clicking on the desired viewer.

NIGHT DRIVER’S VIEWER SYSTEM & SUPPORT:
Litton offers its expertise for Night Driver’s Viewer installation,
vehicle mounting, system stowage, accessories, and follow-
on logistic support.
ADDITIONAL VIEWER MODELS:
Litton has  viewer models available that are not  listed.  Please
contact your Litton representative for futher information.

MOUNTING PROVISIONS:
Most U. S. Armored vehicles are standardized to allow
installation of a Night Driver’s Viewer with no vehicle
modifications required. However, for those vehicles that
have unique mounting provisions, modifications can be
made to the viewer adapter in most cases, to allow fitting
the viewer into the vehicle with little or no modification
required.


